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The electric heating elements operate at a constant temperature hot water
at your chosen temperature setting. It is the rate of the water passing
through the heater unit which determines the water temperature at any
given setting. The slower the flow, less volume the hotter the water becomes,
the faster the flow gallons per minute equals cooler water.

Press POWER switch key to turn on/off the heaters, press the key of
"HIGH" and "LOW™" to adjust outlet temperature. Test water and adjust
to desired comfort outlet temperature. During winter the incoming water
supply maybe cooler than in Summer, The heaters thermostat control knob
maybe readjusted to compensate, up to its rated capacity.

Make sure that all electrical and plumbing connections are securely connected
to prevent overheating.

Contact customer service for customer support about any concern or if any
of the following occurs:

If the unit experience a distinct change in performance, the unit is or has
been frozen or the Heater is to be operated at pressures above75 PSI.
Turn off power to Heater immediately, if water ceases to flow during use.

Switch off the heater unit at the Service disconnect and at breaker's, when
not is use for extended periods or upon any concern. This is forall electrical
appliances and devices.

Operation Instructionn

1, Turn on the circuit breaker to bring electrical power to the unit.

After the unit is supplied with power, turn on the water and then the heaters

will start work. The min water flow to active the unit is 0.53GPM (2L/min).

3, Turn off the water flow or press “POWER”, the heaters will stop working.

4, Press “HIGH” and “LOWW’ to adjust outlet hot water temperature. Every time
press the key of “LOW’ and “HIGH”, the setting temperature will be 2°F up
and down in degree fahrenheit display status or 1°C up and down in celsius
degree display status.

5, Temperature setting arrange is from 82°F(27°C) to 140°F(60°C), Turn off the
heater, then press the key of “HIGH” or “LOW’ to convert the temperature
display between degree fahrenheit and degree celsius.



